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4.

AMENDMENTS TO THE CLAIMS

10

This listing of claims will replace all prior versions, and listings, of claims in tiie

application:

Listing of Claims:

1. (currently amended) A method of indicating receipt of a communication,

comprising:

registering a first message-indicating device for a user, said device comprising

an indicator;

receiving notification of receipt of a first communication directed to_a

communication device associated with the user; and

initiating a first wireless signal to said first message-indicating device;

wherein in response to said first signal, said indicator activates to alert the user;

and

wherein said first message-indicating device is independent from any particu lar

^_and sa id communication device are separate devices .
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2. (original) The method of claim 1 , further comprising:

initiating a second wireless signal to said device;

wherein in response to said second signal said indicator deactivates.

3. (original) The method of claim 2, wherein said second wireless signal is initiated

5 after the user accesses said first communication.

4. (original) The method of claim 1 , wherein said indicator deactivates in response

to manipulation of the device by the user.

5. (original) The method of claim 1 , wherein said registering comprises:

receiving an identification code of said device from the user; and

10 associating said identification code with one or more types of communications.

6. (canceled)

7. (canceled)

8. (original) The.method of claim 5. wherein said first communication is a voice-

mail message.
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9. (original) The method of claim 5, wherein said first communication is an

electronic mail message.

1 0. (original) The method of claim 1 , further comprising:

registering a second message-indicating device for the user; and

5 initiating said first signal to said second device when said first signal is initiated to

said first device.

1 1 . (origmaf) The method of claim 1 , further comprising:

registering a second message-indicating device for the user; and

initiating said first signal to said second device when notification of receipt of a

second communication directed to the user is received, but not when said notification of

said first communication is received.

12. (currently amended) A method of using a message-waiting device to notify a

user of receipt of a communication for the user, the method comprising:

receiving a communication directed to a communication device associated with

15 ^^iduser;
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inrtiating a first electronic signal to a first message-waiting device associated with

the user, wherein said first message-waiting device includes an indicator and said first

electronic signal is configured to activate said indicator;

providing said communication to said user; and

5 after said providing, automatically initiating a second electronic signal to said first

message-waiting device, wherein said second electronic signal is configured to

deactivate said indicator;

wherein said first message-indicat ingwaiting device is independent from any

pa4iGutei^etephoi=te4im and said communication device are separate devices .

10 13. (currently amended) A method of Indicating receipt of a communication,

comprising:

receiving a first wireless signal at a first message-indicating device, wherein said

first device includes an alarm;

activating said alarm in response to said first wireless signal; and

15 deactivating said alarm;

wherein receipt of said first wireless signal indicates that a first communication

was directed to a communication device associated with a user of said first device; and
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wherein said first message-indicating device is indopondent from any paftte^laF

to lophono lino and_said GQnrimunicatiQn devi' ?viC9S .

14. (original) The method of claim 13, wherein deactivating said alarm comprises

deactivating said alarm in response to a second wireless signal.

5 15. (original) The method of claim 14, wherein said second signal is received after

the user accesses said first communication.

16. (original) The method of claim 13, wherein deactivating said alarm comprises

deactivating said alarm in response to manipulation of the first device by the user.

17. (original) The method of claim 13, further comprising registering said first device

10 for activation in response to receipt of one of multiple types of communications including

said first communication.

18. (previously presented) The method of claim 17, further comprising:

registering a second message-indicating device for activation in response to

receipt of one of said multiple types of communications;
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receiving a first wireless signal at said seoond message-indicating device

immediately after said receipt of said first wireless signal at said first device, wlierein

said second device includes an alarm; and

activating said alarm of said second device in response to said first wireless

5 signal

19. (currently amended) A computer readable storage medium storing instructions

tliat, wlien executed by a computer, cause the computer to perform a method of

indicating receipt of a communication, the method comprising:

registering a first message-indicating device for a user, said device comprising

10 an indicator;

receiving notification of receipt of a first communication directed to_a

communication device associated with the user; and

initiating a first wireless signal to said device;

wherein in response to said first signal,, said indicator activates to alert the user;

and

wherein said first message-indicating device is indopondep»t4i

tetephone line and said communication device^re separate devices .
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20. (currently amended) A portable apparatus for indicating receipt of a

cgmmunlcatlon, comprising:

a signal receiver configured to receive a first wireless signal generated after

receipt of a communication directed to a comrnunicatiQn j^eVLQ^^^ with a user
;

5 and

an indicator configured to activate in response to receipt of said first signal;

wherein said indicator is configured to deactivate in response to a second signal;

and

wherein said apparatus is independent from any particular telephone line,.aiKi

said communication device are separate devices .

21. (original) The apparatus of claim 20, wherein said second signal is a wireless

signal.

22. (original) The apparatus of claim 20, further comprising a switch configured to

Issue said second signal in response to user manipulation.

15 23. (original) The apparatus of claim 22, wherein said indicator comprises said

switch.
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24. (original) The apparatus of claim 20, wiierein said indicator is a visual indicator.

25. (original) The apparatus of claim 20, wherein said indicator is an audible

Indicator.

26. (canceled)

5 27. (canceled)

28. (canceled)

29. (canceled)

30. (canceled)

31 . (currently amended) A communication waiting indication system comprising:

10 a first communication waiting indication device associated with a first user, said

first device comprising an alarm; and

a notification server configured to issue a first wireless signal toward said first

device in response to receipt of a first communication fofdirected to a conirrigjrijcgiljon

device associated with the first user;
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wherein in response to said first wireless signal, said alarm is activated; and

wherein said first message- indicat ing waiting IndicatiQn device is independent

ftiGfc4ap4slept=ione4if^ and said communip^tign devipe are separ^tQ.Atyicgg.

32, (canceled)

5 33. (original) The system of claim 31 , further comprising:

a second communication waiting indication device associated with the first user,

said second device comprising an alarm;

wherein said alarm of said second device is also activated in response to said

first wireless signal,

10 34. (original) The system of claim 31 , further comprising:

a.second message waiting Indication device associated with the first user, said

second device comprising an alarm;

wherein said alarm of said second device is not activated in response to said first

wireless signal.
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35. (original) The system of claim 31., wherein said notification server initiates a

second wireless signal toward said first device after the first user acknowledges said

first communication; and

wherein in response to said second wireless signal, said alarm is deactivated.
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